
  

 

  

Supporter toilet armrests are functional, fitted directly to the porcelain. There is no need 

for making holes in the walls or floor, which means Supporter is suitable when armrests 

are required for just a limited time or when the walls would not withstand the weight of 

armrests.  

Available in two versions 

Supporter armrests are available in two versions, with fixed armrest height or with 

armrests adjustable in height and width. A lid and seat are included with both models. 

Either armrest can easily be removed if the space is scarce. 

 

 

Supporter with fixed armrest height and Supporter with adjustable armrests. 

  

  

Clean the product with a solvent-free detergent which has a pH of 6-9, or with a 70% 

disinfectant solution.  

Can be decontaminated at max. 85°C if so required.  

Description Item no.

Supporter 8030 3012 

Dimensions Distance between holes in toilet bowl: max 30.5, min 9.5 cm 

External width: 60 cm 

Width between armrests: 49 cm   

Armrest height above top of porcelain: 25 cm   

Armrest length: 41.5 cm   

Material Frame and armrests: powder-coated tubular steel   

Armrest cover: polypropylene   

Lid and seat: melamine   

Mountings: aluminium  

Weight 5 kg 

Design A&E Design 
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Supporter adjustable 

Supporter adjustable armrests have three different height settings and two widths.These 

armrests can therefore be Adapted to suit both adults and children. The armrests are 

removable and can be swung to the side. Supporter is supplied with both lid and seat. 

  

  

Clean the product with a solvent-free detergent which has a pH of 6-9, or with a 70% 

disinfectant solution.  

Can be decontaminated at max. 85°C if so required.  

    

 
 

The armrests can be adjusted to three 

different heights. This is carried out by 

raising or lowering the armrest Mountings to 

one of the three holes using the screw on 

the inside. 

 
 

For a child or small adult, the position of the 

armrests and armrest mountings can be 

altered to reduce the distance between the 

armrests.  

Description Item no.

Supporter adjustable 8030 3018 

Dimensions Distance between holes in toilet bowl: max 30.5, min 9.5 cm 

Overall size: 62.3 or 51.3 cm   

Width between armrests: 52.5 or 33.7 cm   

Armrest height above seat: 20.7, 27.5 or 34.2 cm   

Armrest length: 41.5 cm   

Material Frame and armrests: powder-coated tubular steel   

Armrest cover: polypropylene   

Lid and seat: melamine   

Mountings: aluminium 

Weight 5,8 kg 

Design A&E Design 
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